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NOTES

1. SEE CIVIL LAYOUT DRAWINGS FOR COORDINATION
OF WORK WITH GENERAL SITE LAYOUT, PAVING,

UTILITIES, AND
PLAYING FIELD

ALL OTHER CONDITIONS OUTSIDE OF

VERIFY ALL SITE CONDITIONS AND DIMENSIONS

SHOWN ON THE PLANS PRIOR TO COMMENCEMENT
OF WORK. NOTIFY OWNER AND ITS
REPRESENTATIVES OF ANY DISCREPANCIES OR
IRREGULAR CONDITIONS.

FIELD DIMENSIONS ARE SYMMETRICAL ABOUT

CENTERLINE AND MIDLINE UNLESS OTHERWISE

NOTED.

INDICATED.

ALL ANGLES ARE 90° UNLESS OTHERWISE

DIMENSION SHOWN ARE TO CENTERLINE OF FENCE.

SYSTEM
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NOTES

10.

KEY MAP

EINISH GRADES TO MIRROR THAT OF THE
FINISH SUBGRADE.

FINISH GRADES TO BE 1460% SLOPE ON FIELD.

THET CONTOUR JINTERVAL ON PLAYING FIELD IS
SHOWN AT 1.0 FOOT.

PROPOSED GRADES SHALL BLEND SMOOTHLY
WITH ADJACENT PROPOSED ELEVATIONS.

THE CONTRACTOR SHALL BE RESPONSIBLE
FOR DEWATERING AND THE MAINTENANCE OF
SURFACE DRAINAGE DURING THE COURSE OF
WORK.

GRADE FIELD TO A SMOOTH, EVEN PLAYING
SURFACE TO THE SPOT ELEVATIONS AND
CONTOURS SHOWN USING LASER OPERATED
EQUIPMENT.

FINISH GRADES AND SPOT ELEVATIONS
REPRESENT ELEVATIONS AFTER FIELD IS
COMPLETED PER SPECIFICATIONS.

THE CONTRACTOR SHALL STAKE OUT ALL
GRADES IN THE FIELD PRIOR TO
CONSTRUCTION AND NOTIFY THE ENGINEER IN
WRITING OF ANY DISCREPANCIES. THE
ENGINEER SHALL APPROVE STAKED GRADES.

PROTECT EXISTING UTILITIES, DRAINAGE
STRUCTURES, AND FENCES FROM DAMAGE
DURING GRADING.

PRIOR TO THE START OF CONSTRUCTION, THE
CONTRACTOR IS TO COORDINATE THE
PROTECTION OF DRAINAGE STRUCTURES AND
DRAINAGE WAYS WITHIN THE PLAYING FIELD
PROJECT AREA. RE: EROSION CONTROL PLAN
FOR THE ENTIRE WORK SITE.
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NOTES

1% RERIMETER COLLECTOR PIPE TO BE HDPE,
SIZED ASTSHOWN.

2. FIELD COLLECTOR AND_PANEL DRAINS TO
SLOPE AS INDICATED:

3. GEOTEXTILE FABRIC TO BE PLACED AT BOTTOM
AND»SIDES OF COLLECTOR PIPE.

4. ALL ELEVATIONS SHOWN ARE INVERT
ELEVATIONS UNLESS NOTED OTHERWISE.

5. PLAYING FIELD CONTRACTOR TO COORDINATE
AND BE AWARE OF SITE STORM PIPING AND
STRUCTURES WITHIN THE CONSTRUCTION
BOUNDARIES AS SHOWN ON THE DRAWINGS.

6. CONTRACTOR TO PROTECT DRAINAGE LINES
DURING CONSTRUCTION FROM DEBRIS,
INCLUDING SOIL OR GRAVEL MATERIAL OR
OTHER TRASH FROM ENTERING OR BLOCKING
LINES.

7. CONTRACTOR TO AVOID TRAFFIC OVER
INSTALLED DRAINAGE TRENCHES TO PREVENT
CRUSHING OF PIPE.

8. COLLECTOR LINE TO BE LOCATED FROM EDGE
OF PLAYING FIELD AND AS SHOWN ON
DRAWINGS.

9. COORDINATE DRAINAGE CONNECTION AND
INVERTS WITH EXISTING, IN—PLACE CONDITIONS.

10. CONTRACTOR SHALL CONTACT ENGINEER
IMMEDIATELY IF DISCREPANCIES ARE FOUND IN
FIELD.

11. SEE CIVIL FOR SITE DRAINAGE PLAN OUTSIDE
OF PLAYING FIELD.
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LEGEND

Automatic Irrigation Controller

O Rotary Sprinkler — Full Circle — 65’ radius, 23.6 gpm, 70 psi
® Rotary Sprinkler — Part Circle — 65" radius, 23.6 gpm, 70 psi
® Rotary Sprinkler — Part Circle — 65" radius, 13.3 gpm, 70 psi
® Rotary Sprinkler — Full Circle — 60’ radius, 17.8 gpm,#60 psi
O] Rotary Sprinkler — Part Circle — 60’ radius, 17.8 gpm, 60 psi
® Rotary Sprinkler — Part Circle — 60" radius, 9.2 gpm, 60 psi
> Rotary Sprinkler — Full Circle — 55" radius,»4.3 gpm, 60 psi
v Rotary Sprinkler — Part Circle — 55" radius, 14.3 gpm, 60 psi
v Rotary Sprinkler — ®art Circle — 55" radius, 7.5 gpm, 60 psi
L 4 Rotary Sprifikler — Full Circle — 45" radius, 7.5 gpm, 60 psi
o Rotary Sprinkler\— Part"Circle — 45" radius, 7.5 gpm, 60 psi
| Rotary Sprinkler, =\Part Cireles— 30’ radiusy’ 2.0 gpm, 45 psi
o Multi. Stream Rotary Sprinkler

— "Adjustable ‘Are. — 14 “radius, 0.21-0.86 gpm, 40 psi

& 1.8" Electric Valve

&) 1" Electric Valve

® 1" Quick Coupling Valve
>« Main Line Gate Valve

Main Line Pipe
Lateral Pipe
STDTTSITTTTITSleeve — 1-67 In Size for Pipe and

1-2" In Size for Wire
VALVE SYMBOL

/A Y IONE 4
glAZIEVE ,‘ GPM

1. SEE SR-618-619 FOR IRRIGATION SYSTEM DETAILS.

KEY MAP

2
DX
N7 4
y /,&\\\\Q\\‘W
PR
VRN TN

Scale in feet

SAVANNAH-CHATHAM
COUNTY PUBLIC SCHOOL
SYSTEM

NEW K-12
| MULTI-SCHOOL
625-0518

[S3P

321 WEST CONGRESS STREET SUITE 301
SAVANNAH, GEORGIA 31401
TEL. 912.695.2111 FAX 912.298.0206
WWW.LS3P.COM

Drawing Copyright © 2020

CHA-

7 East Congress Street, Suite 306
Savannah, GA 31401
912.721.6999 « www.chacompanies.com

MEMBERS OF THE AMERICAN INSTITUTE OF ARCHITECTS

COPYRIGHT 2018 ALL RIGHTS RESERVED
PRINTED OR ELECTRONIC DRAWINGS AND
DOCUMENTATION MAY NOT BE REPRODUCED
IN ANY FORM WITHOUT WRITTEN PERMISSION
FROM LS3P ASSOCIATES LTD.

REVISIONS:
No. Description Date
PROJECT: 5201-192070
DATE: 10/09/2020
DRAWN BY: ™

CHECKED BY: PG

SOCCER FIELD
AND TENNIS
IRRIGATION PLAN

SR-502

CONSTRUCTION SET



4 26 GENERAL NOTES SAVANNAH-CHATHAM
COUNTY PUBLIC SCHOOL
1. SPORT LIGHTING POLES "SL” ARE PROVIDED BY SYSTEM
THE OWNER.
2. CONDUITS ARE RGS ABOVE GROUND, OR PVC TYPE
40 BELOW GROUND, UNLESS OTHERWISE NOTED.
/// 3. CODED NOTES 8, 9, 10, 13, AND 26 TO BE BID AS

"ADD ALTERNATE”.
@ CODED NOTES

(1) NOTE NOT USED.
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NOTE NOT USED.
NOTE NOT USED.
NOTE "NOT, USED.

NOTE NOT USED.
PROVIDE (1) 17 'CONDUIT WITH (3)#6 AND (1)#6G
FOR LIGHT POLES, SL21 AND-SL22.

PROVIDE (1) 1 CONDUIT WITH (3)#8 AND (1)#8G
FOR'LIGHT POLES SL23 AND SL24.

PROVIDE (1) 17 CONDUIT WITH (3)#8 AND (1)#8G
FOR LIGHT POLES SL25, SL26, SL27, AND SL28.

PROVIDE (1) 3” CONDUIT WITH (3)#4/0 AND (1)#26G
FOR CONCESSION POWER PANEL..

PROVIDE (1) 1” CONDUIT WITH (4)#8 AND (1)#8G
FOR IPU-T.

PROVIDE (1) 1” CONDUIT WITH (2)#8 AND (1)#8G
FOR CONVINCE RECEPT AT SOCCER FIELD. TO BE
INSTALLED ON POLE SL23 18” ABOVE GRADE.

PROVIDE (1) 1" CONDUIT FOR COMMUNICATION
CABLE FOR BASEBALL FIELD SCOREBOARD TO
PRESSBOX.

NOTE NOT USED.
NOTE NOT USED.
NOTE NOT USED.
NOTE NOT USED.
NOTE NOT USED.

NOTE NOT USED.

PROVIDE (1) 1” CONDUIT WITH (2)#8 AND (1)#8G
FOR SCOREBOARD POWER.

NOTE NOT USED.

NOTE NOT USED.
PROVIDE HANDHOLE, SEE DETAIL 2 ON SHEET
SE-605.

PROVIDE HANDHOLE, SEE DETAIL 3 ON SHEET
SE-605.

PROVIDE HANDHOLE, SEE DETAIL 2 ON SHEET
SE-605.

NOTE NOT USED. i NEW K-12
PROVIDE (1) 1” CONDUIT WITH (3)#10 AND (1)#10G MULTI-SCHOOL
FOR LIGHT POLES SL9 AND SL10. 625-0518
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