
SEE SCHED.
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A

HOLLOW 
METAL

HALF LITE

B

HOLLOW 
METAL

C

HOLLOW 
METAL 

NARROW LITE

D

HOLLOW 
METAL 

FULL GLASS

5"

5"

LOUVER - CENTER 
ON DOOR, 12" A.F.F. 
TO BOTTOM 
WHERE NOTED ON 
DOOR SCHEDULE

7
' -
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"

VARIES

2" 2"

7
' -

 0
"

2
"

7
' -

 4
"

VARIES

2" 2"

7
' -

 0
"

4
"

7
' -

 4
"

VARIES

2" 2"

7
' -

 4
"

7
' -

 4
"

VARIES

2" 2"

7
' -

 0
"

4
"

7
' -

 2
"

VARIES

2" 2"

7
' -

 0
"

2
"

1

ALUMINUM 
STOREFRONT

2

HOLLOW 
METAL

4

HOLLOW 
METAL

(DOUBLE EGRESS FRAME)

5

HOLLOW 
METAL

6

HOLLOW 
METAL

7
' -

 2
"

VARIES

2" 2"

7
' -

 0
"

2
"

3

HOLLOW 
METAL

5/8" GYP BOARD ON 6" 
METAL STUDS AT 16" OC 
(1-HR RATED)

METAL STUD 
BOXED HEADER

SOUND BATT 
INSULATION

HOLLOW METAL DOOR AND 
FRAME, SEE DOOR SCHEDULE

5/8" GYP BOARD 
ON 3 5/8" MTL 
STUDS AT 16" OC

1
0"

7
'-2

" 
A

F
F

4
"

FOR 1-HOUR RATED WALL 
USE U.L. DESIGN NO. U419, 
SEE PLAN FOR EXTENTS 

7 7/8"

5/8" GYP BOARD (2 LAYERS) 
ON 6" MTL STUDS AT 16" OC 

(1-HR RATED)

5/8" GYP BOARD (2 LAYERS) 
ON 6" MTL STUDS AT 16" OC 

(1-HR RATED)

AD800

D2

5/8" TYPE 'X' GYP BOARD 
(3 LAYERS) ON 6" METAL 

STUDS AT 16" OC, 
U.L. DESIGN I - 501

PRESSED METAL DOOR 
AND FRAME, SEE 

DOOR SCHEDULE

METAL STUD BOXED HEADER

5/8" TYPE 'X' GYP BOARD 
(2 LAYERS) ON 6" METAL 
STUDS AT 16" OC
(1-HOUR RATED WALL)

SOUND BATT INSULATION

CONT SEALANT

FOR 1-HOUR RATED WALL 
USE U.L. DESIGN NO. U419, 
SEE PLAN FOR EXTENTS 

7 7/8"

1/2" 1/2"

2
"

5/8" TYPE 'X' GYP BOARD 
ON 6" METAL STUDS AT 16" 
OC (1-HOUR RATED WALL)

DOUBLE STUD AT 
DOOR JAMBS, EXTEND 
TO STRUCTURE ABOVE

5/8" TYP 'X' GYP BOARD ON 
6" METAL STUDS AT 16" OC

SOUND BATT INSULATION, 
SEE SPECIFICATIONS

HOLLOW METAL DOOR AND 
FRAME, SEE DOOR SCHEDULE

CONT SEALANT

THREE (3) STUD 
ANCHORS PER JAMB

6" METAL STUDS AT 16" OC

5/8" TYP 'X' GYP BOARD

CONT SEALANT

FOR 1-HOUR RATED WALL 
USE U.L. DESIGN NO. U419, 
SEE PLAN FOR EXTENTS 

7
 1

/4
"

2"

1
/2

"
1

/2
"

CONT FOAM-IN-PLACE 
INSULATION

DOUBLE STUD AT 
DOOR JAMB, EXTEND 

TO STRUCTURE ABOVE 5/8" TYP 'X' GYP BOARD (2-
LAYERS) ON 6" METAL STUDS 
AT 16" OC (1-HR UL #W426)

CONT BATT 
INSULATION (R-19)

HOLLOW METAL DOOR AND 
FRAME, SEE DOOR SCHEDULE

5/8" EXTERIOR 
SHEATHING BOARD

CONT SEALANT 
AND BACKER ROD

CUT CMU SO THAT OUTSIDE 
FACE OF SHEATHING BOARD 

IS FLUSH WITH BRICK

THREE (3) STUD 
ANCHORS PER JAMB

CONT SEALANT

EXISTING CMU WALL

ALUMINUM THRESHHOLD

7 7/8"

2
"

1/2"1/2"

1' - 2" 7" 1' - 0"

1' - 2"

5/8"

6 3/8" 1' - 0"

VERIFY

5 5/8"

VERIFY

5 5/8"

5/8"

6 3/8"

H-1 H-2 H-3

J-1 J-2 J-3

H-4 H-5 J-7

J-4 J-5 J-6

7 5/8"

1/2"

7 5/8"7 5/8"

7
 5

/8
"

7
 5

/8
"

7 5/8"

1/2" 1/2" 1/2"

CONT FOAM-IN-PLACE 
INSULATION

EXISTING CMU WALL

HOLLOW METAL 
DOOR AND FRAME, 

SEE DOOR SCHEDULE

EXISTING RIGID INSULATION

THREE (3) STUD 
ANCHORS PER JAMB

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

CONT FOAM-IN-PLACE 
INSULATION

EXISTING CMU WALL

HOLLOW METAL DOOR AND 
FRAME, SEE DOOR SCHEDULE

EXISTING RIGID INSULATION

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

EXISTING BRICK VENEER

EXISTING BRICK VENEER

ALUMINUM 
THRESHHOLD BEYOND

CONT FOAM-IN-PLACE 
INSULATION

EXISTING CMU WALL

HOLLOW METAL DOOR AND 
FRAME, SEE DOOR SCHEDULE THREE (3) STUD 

ANCHORS PER JAMB

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

CONT FOAM-IN-PLACE 
INSULATION

EXISTING CMU WALL

HOLLOW METAL DOOR AND 
FRAME, SEE DOOR SCHEDULE

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

ALUMINUM 
THRESHHOLD BEYOND

EXISTING CMU WALL

HOLLOW METAL 
DOOR AND FRAME, 

SEE DOOR SCHEDULE

THREE (3) STUD 
ANCHORS PER JAMB

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

EXISTING CMU WALL

HOLLOW METAL 
DOOR AND FRAME, 

SEE DOOR SCHEDULE

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

EXISTING BRICK VENEER

EXISTING BRICK VENEER

ALUMINUM 
THRESHHOLD BEYOND

EXISTING 3-HOUR 
CMU FIREWALL

HOLLOW METAL 
DOOR AND FRAME, 

SEE DOOR SCHEDULE

THREE (3) STUD 
ANCHORS PER JAMB

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

EXISTING 3-HOUR 
CMU FIREWALL

HOLLOW METAL DOOR 
AND FRAME, SEE 

DOOR SCHEDULE

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

EXISTING BRICK VENEER

EXISTING 3-HOUR 
CMU FIREWALL

HOLLOW METAL 
DOOR AND FRAME, 

SEE DOOR SCHEDULE

THREE (3) STUD 
ANCHORS PER JAMB

CONT SEALANT

EXISTING 3-HOUR RATED 
DOOR AND FRAME

CONT SEALANT 
AND BACKER ROD EXISTING CMU 

WALL BEYOND

METAL STUD BOXED 
HEADER

5/8" TYPE "X" GYP 
BOARD ON 6" METAL 

STUDS AT 16" OC

5/8" TYPE "X" GYP BOARD

PT WOOD BLOCKING

CONT SEALANT 
AND BACKER ROD

DOUBLE STUD AT 
JAMB, EXTEND TO 

STRUCTURE ABOVE

5/8" TYPE "X" GYP BOARD

PT WOOD BLOCKING

5/8" TYPE "X" GYP 
BOARD ON 6" METAL 

STUDS AT 16" OC

EXISTING 3-HOUR 
CMU FIREWALL

HOLLOW METAL DOOR 
AND FRAME, SEE 

DOOR SCHEDULE

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

EXISTING 3-HOUR 
CMU FIREWALL

HOLLOW METAL 
DOOR AND FRAME, 

SEE DOOR SCHEDULE THREE (3) STUD 
ANCHORS PER JAMB

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION

EXISTING BRICK VENEER

EXISTING 3-HOUR 
CMU FIREWALL

THREE (3) STUD 
ANCHORS PER JAMB

CONT SEALANT

GRAY SHADE INDICATES 
EXISTING CONSTRUCTION EXISTING 3-HOUR RATED 

DOOR AND FRAME

HOLLOW METAL 
DOOR AND FRAME, 

SEE DOOR SCHEDULE

CONT FOAM-IN-PLACE 
INSULATION

METAL STUD BOXED 
HEADER

5/8" TYP 'X' GYP BOARD (2 
LAYERS) ON 6" METAL STUDS 
AT 16" OC (1-HR UL #W426)

CONT BATT 
INSULATION (R-19)

HOLLOW METAL DOOR AND 
FRAME, SEE DOOR SCHEDULE

5/8" EXTERIOR 
SHEATHING BOARD

ALIGN OUTSIDE FACE 
OF SHEATHING BOARD 

WITH OUTSIDE FACE OF 
EXISTING CMU BEYOND

CONT SEALANT

7 7/8"

2
"

1/2"1/2"

DOUBLE STUD AT 
DOOR JAMBS, EXTEND 
TO STRUCTURE ABOVE

5/8" TYP 'X' GYP BOARD ON 
6" METAL STUDS AT 16" OC

SOUND BATT INSULATION, 
SEE SPECIFICATIONS

HOLLOW METAL DOOR AND 
FRAME, SEE DOOR SCHEDULE

CONT SEALANT

THREE (3) STUD 
ANCHORS PER JAMB

6" METAL STUDS AT 16" OC

5/8" TYP 'X' GYP 
BOARD (2 LAYERS)

CONT SEALANT

FOR 1-HOUR RATED WALL 
USE U.L. DESIGN NO. U419, 
SEE PLAN FOR EXTENTS 

2"

7
 7

/8
"

1
/2

"
1

/2
"

PRESSED METAL DOOR 
AND FRAME, SEE 

DOOR SCHEDULE

METAL STUD BOXED HEADER
5/8" TYPE 'X' GYP 
BOARD ON 3 5/8" METAL 
STUDS AT 16" OC

SOUND BATT INSULATION

CONT SEALANT

FOR 1-HOUR RATED WALL 
USE U.L. DESIGN NO. U419, 
SEE PLAN FOR EXTENTS 

7 7/8"

5/8" TYPE 'X' GYP BOARD (2 
LAYERS) ON 6" METAL 

STUDS AT 16" OC
(1-HOUR RATED WALL)

5/8" TYPE 'X' GYP 
BOARD ON 6" METAL 
STUDS AT 16" OC

1/2" 1/2"

2
"

5/8" TYPE 'X' GYP BOARD 
(3 LAYERS) ON 6" METAL 

STUDS AT 16" OC, 
U.L. DESIGN I - 501

DOUBLE STUD AT 
DOOR JAMBS, EXTEND 
TO STRUCTURE ABOVE

5/8" TYP 'X' GYP BOARD 
ON 3 5/8" METAL 
STUDS AT 16" OC

SOUND BATT INSULATION, 
SEE SPECIFICATIONS

HOLLOW METAL DOOR AND 
FRAME, SEE DOOR SCHEDULE

CONT SEALANT

THREE (3) STUD 
ANCHORS PER JAMB

CONT SEALANT

2"

1
/2

"

PRESSED METAL DOOR 
AND FRAME, SEE 

DOOR SCHEDULE

METAL STUD BOXED HEADER

CONT SEALANT

1/2"

2
"

1/2"
SOUND BATT INSULATION

5/8" TYPE 'X' GYP 
BOARD ON 3 5/8" METAL 

STUDS AT 16" OC

4 1/4"

5 1/4"

1
/2

"

HEAD JAMB

5
 1

/4
"
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PHASE 2 DEMOLITION
- DOOR SCHEDULE,
TYPES AND DETAILS
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020420.00
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PHASE 2 DEMOLITION - DOOR SCHEDULE

DOOR NO. ROOM NO.

DOOR FRAME DETAILS

REMARKSWIDTH HEIGHT THK. TYPE RATING MATERIAL
HARDWARE

TYPE TYPE MATERIAL HEAD JAMB
D001 E-200A 7' - 0" 7' - 0" 0' - 1 3/4" A HM 3 HM D4/AD-800 OPP HAND C4/AD-800 OPP HAND 1, 6, 7, 9, 10

D002 E-200B 7' - 0" 7' - 0" 0' - 1 3/4" A HM 3 HM D4/AD-800 C4/AD-800 1, 6, 7, 9, 10

D003 203A 2' - 6" 7' - 0" 0' - 1 3/4" EXISTING DOOR TO REMAIN

D004 E-261 6' - 0" 7' - 0" 0' - 1 3/4" C 45 MIN HM 3 HM D2/AD-800 C2/AD-800 1, 4, 6, 7, 9

D005 E-200E 6' - 0" 7' - 0" 0' - 1 3/4" C 45 MIN HM 3 HM D3/AD-800 C3/AD-800 1, 6, 7, 9

D006 217 6' - 0" 7' - 0" 0' - 1 3/4" B 45 MIN HM 2 HM H-3 J-3 1, 3, 6, 9

D007 E-200E 6' - 0" 7' - 0" 0' - 1 3/4" B 45 MIN HM 2 HM H-2 J-2 1, 3, 6, 7, 9

D008 6' - 0" 7' - 0" 0' - 1 3/4" B 3-HR HM 2 HM H-4 J-4 & J-6 1, 3, 5, 7, 8, 9

D009 6' - 0" 7' - 0" 0' - 1 3/4" B 3-HR HM 4 HM H-5 J-5 & J-7 1, 2, 3, 5, 7, 9

D010 3' - 0" 7' - 0" 0' - 1 3/4" B HM 6 HM C1/AD-800 C1/AD-800

1/4" = 1'-0"AD800

B3 DOOR TYPES
1/4" = 1'-0"AD800

B4 FRAME TYPES

1117

1117

1 1/2" = 1'-0"AD800

D1 DOOR HEAD DETAIL
3" = 1'-0"AD800

D3 DOOR HEAD DETAIL

3" = 1'-0"AD800

C2 DOOR JAMB DETAIL
3" = 1'-0"AD800

C4 DOOR JAMB DETAIL

REMARKS KEYNOTES:
  1     PAIR OF DOORS
  2     DOUBLE EGRESS DOORS
  3     INSTALL IN AN EXISTING OPENING, VERIFY DIMENSIONS
  4     NOT LOCKABLE
  5     PROVIDE MAGNETIC HOLD OPEN DEVICES AT EACH DOOR
  6     PROVIDE ALUMINUM THRESHHOLD 
  7     PROVIDE PANIC HARDWARE
  8     REINSTALL SALVAGED DOOR
  9     90 DEGREE DOOR CLOSER
10     FLOOR MOUNTED DOOR STOP AT EACH DOOR

1 1/2" = 1'-0"AD800

A1 DOOR DETAILS

3" = 1'-0"AD800

D4 DOOR HEAD DETAIL

3" = 1'-0"AD800

C3 DOOR JAMB DETAIL

3" = 1'-0"AD800

D2 DOOR HEAD DETAIL

G101

1 1/2" = 1'-0"AD800

C1 DOOR HEAD AND JAMB DETAIL

NO. DATE DESCRIPTION BY

04/22/22 IFC DEMOLITION MLC

04/29/22 DEMO REVISIONS MLC
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